
                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-10-CLW - Sample:201222 
Measurement time: 2023-02-01 08:02:37 
Report time:  2023-02-01 08:53:18 

Signal Level:  70.241 

Device:   GLX10t 1104N041 

Item No:  FS-10-CLW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,5161 

y 0,4110 

u' 0,2992 

v' 0,5361 

L 100,00 

a 48,65 

b 90,72 

X 751,72 

Z 106,32 

Important Values 

CCT [K] 2076 

Light Flux [lm] 598,61 

Delta uv -0,0011 

Ansi Bin  

Color Peak [nm] 640,75 

Color Peak Value 19,39 

Wavelength Domin. [nm] 588,6 

Radiometric [W] 2,6566 

Luminous Efficacy [lm/W] 53,0258 

Power [W] 11,2891 

Current [A] 2,2179 

Voltage [V] 5,09 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 18.9 

Rendering Indices 

Ra 95,0 

Rf 93 

Rg 101 

R1 95,5 

R2 96,0 

R3 99,1 

R4 94,6 

R5 94,0 

R6 89,8 

R7 95,4 

R8 95,6 

R9 91,7 

R10 93,0 

R11 88,5 

R12 82,3 

R13 94,7 

R14 98,0 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-10-UWW - Sample:201222 
Measurement time: 2023-02-01 07:56:27 
Report time:  2023-02-01 08:51:48 

Signal Level:  69.019 

Device:   GLX10t 1104N041 

Item No:  FS-10-UWW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,4718 

y 0,4107 

u' 0,2702 

v' 0,5292 

L 100,00 

a 32,61 

b 71,88 

X 817,33 

Z 203,66 

Important Values 

CCT [K] 2542 

Light Flux [lm] 711,43 

Delta uv -0,0008 

Ansi Bin  

Color Peak [nm] 637,08 

Color Peak Value 18,47 

Wavelength Domin. [nm] 585,3 

Radiometric [W] 2,8638 

Luminous Efficacy [lm/W] 64,9684 

Power [W] 10,9504 

Current [A] 2,1556 

Voltage [V] 5,08 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 18.9 

Rendering Indices 

Ra 97,2 

Rf 95 

Rg 101 

R1 96,9 

R2 98,3 

R3 97,5 

R4 96,4 

R5 96,9 

R6 95,4 

R7 98,2 

R8 98,4 

R9 96,0 

R10 98,1 

R11 92,8 

R12 89,5 

R13 96,8 

R14 97,3 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-10-WW - Sample:201222 
Measurement time: 2023-02-01 08:06:44 
Report time:  2023-02-01 08:54:41 

Signal Level:  69.123 

Device:   GLX10t 1104N041 

Item No:  FS-10-WW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,4330 

y 0,3994 

u' 0,2500 

v' 0,5189 

L 100,00 

a 22,41 

b 54,43 

X 792,23 

Z 306,81 

Important Values 

CCT [K] 3029 

Light Flux [lm] 730,80 

Delta uv -0,0014 

Ansi Bin 7D2 

Color Peak [nm] 638,91 

Color Peak Value 16,14 

Wavelength Domin. [nm] 583,2 

Radiometric [W] 2,8229 

Luminous Efficacy [lm/W] 64,9186 

Power [W] 11,2572 

Current [A] 2,2073 

Voltage [V] 5,1 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 18.9 

Rendering Indices 

Ra 96,5 

Rf 95 

Rg 102 

R1 95,3 

R2 97,0 

R3 99,1 

R4 95,0 

R5 95,1 

R6 94,0 

R7 98,8 

R8 98,0 

R9 95,6 

R10 93,8 

R11 91,1 

R12 89,1 

R13 95,3 

R14 98,7 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-10-hW - Sample:201222 
Measurement time: 2023-02-01 08:21:34 
Report time:  2023-02-01 08:55:29 

Signal Level:  70.308 

Device:   GLX10t 1104N041 

Item No:  FS-10-HW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,4007 

y 0,3840 

u' 0,2355 

v' 0,5077 

L 100,00 

a 15,84 

b 39,69 

X 795,45 

Z 427,34 

Important Values 

CCT [K] 3547 

Light Flux [lm] 762,16 

Delta uv -0,0020 

Ansi Bin 6A3 

Color Peak [nm] 634,33 

Color Peak Value 14,64 

Wavelength Domin. [nm] 581,6 

Radiometric [W] 2,8586 

Luminous Efficacy [lm/W] 67,9198 

Power [W] 11,2215 

Current [A] 2,2003 

Voltage [V] 5,1 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 18.9 

Rendering Indices 

Ra 97,1 

Rf 91 

Rg 99 

R1 96,7 

R2 97,5 

R3 98,9 

R4 97,8 

R5 96,7 

R6 95,6 

R7 96,5 

R8 96,7 

R9 95,4 

R10 96,9 

R11 98,5 

R12 77,6 

R13 96,6 

R14 98,5 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-10-NW - Sample:201222 
Measurement time: 2023-02-01 08:24:00 
Report time:  2023-02-01 08:56:24 

Signal Level:  69.690 

Device:   GLX10t 1104N041 

Item No:  FS-10-NW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,3746 

y 0,3691 

u' 0,2243 

v' 0,4973 

L 100,00 

a 11,05 

b 27,86 

X 826,29 

Z 565,25 

Important Values 

CCT [K] 4109 

Light Flux [lm] 814,18 

Delta uv -0,0019 

Ansi Bin 5A3 

Color Peak [nm] 453,72 

Color Peak Value 18,10 

Wavelength Domin. [nm] 579,8 

Radiometric [W] 3,0253 

Luminous Efficacy [lm/W] 70,9781 

Power [W] 11,4708 

Current [A] 2,2536 

Voltage [V] 5,09 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 18.9 

Rendering Indices 

Ra 96,9 

Rf 90 

Rg 99 

R1 97,0 

R2 97,8 

R3 98,9 

R4 96,9 

R5 96,4 

R6 95,6 

R7 96,1 

R8 96,2 

R9 94,7 

R10 97,5 

R11 99,3 

R12 73,7 

R13 97,1 

R14 98,7 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-10-CW - Sample:201222 
Measurement time: 2023-02-01 08:27:25 
Report time:  2023-02-01 08:57:18 

Signal Level:  71.193 

Device:   GLX10t 1104N041 

Item No:  FS-10-CW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,3176 

y 0,3266 

u' 0,2022 

v' 0,4678 

L 100,00 

a 3,83 

b -0,01 

X 789,12 

Z 883,73 

Important Values 

CCT [K] 6257 

Light Flux [lm] 811,47 

Delta uv -0,0005 

Ansi Bin 1D 

Color Peak [nm] 452,73 

Color Peak Value 29,18 

Wavelength Domin. [nm] 486,1 

Radiometric [W] 3,0670 

Luminous Efficacy [lm/W] 71,1045 

Power [W] 11,4123 

Current [A] 2,2421 

Voltage [V] 5,09 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 18.9 

Rendering Indices 

Ra 95,4 

Rf 90 

Rg 100 

R1 94,9 

R2 95,7 

R3 97,6 

R4 95,9 

R5 95,0 

R6 93,8 

R7 95,1 

R8 95,3 

R9 90,3 

R10 91,2 

R11 96,2 

R12 75,4 

R13 94,9 

R14 98,5 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-10-Red - Sample:201222 
Measurement time: 2023-02-01 08:31:57 
Report time:  2023-02-01 08:58:29 

Signal Level:  69.889 

Device:   GLX10t 1104N041 

Item No:  FS-10-Red 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,6906 

y 0,3073 

u' 0,5206 

v' 0,5212 

L 100,00 

a 166,10 

b 163,26 

X 758,11 

Z 2,28 

Important Values 

CCT [K] - 

Light Flux [lm] 337,36 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 628,81 

Color Peak Value 83,79 

Wavelength Domin. [nm] 620,6 

Radiometric [W] 1,5391 

Luminous Efficacy [lm/W] 31,2306 

Power [W] 10,8021 

Current [A] 2,1264 

Voltage [V] 5,08 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 19.0 

Rendering Indices 

Ra -19,2 

Rf 2 

Rg - 

R1 -80,7 

R2 -4,0 

R3 61,4 

R4 -57,0 

R5 -59,9 

R6 -46,8 

R7 54,2 

R8 -20,8 

R9 -100,0 

R10 -82,1 

R11 -100,0 

R12 -72,3 

R13 -79,3 

R14 67,6 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-10-Green - Sample:201222 
Measurement time: 2023-02-01 08:37:24 
Report time:  2023-02-01 08:59:33 

Signal Level:  70.928 

Device:   GLX10t 1104N041 

Item No:  FS-10-Green 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1201 

y 0,7117 

u' 0,0425 

v' 0,5668 

L 100,00 

a -218,96 

b 79,82 

X 127,89 

Z 178,99 

Important Values 

CCT [K] 8795 

Light Flux [lm] 757,69 

Delta uv 0,1701 

Ansi Bin  

Color Peak [nm] 512,07 

Color Peak Value 53,80 

Wavelength Domin. [nm] 517,4 

Radiometric [W] 1,8033 

Luminous Efficacy [lm/W] 66,8489 

Power [W] 11,3344 

Current [A] 2,2268 

Voltage [V] 5,09 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 19.0 

Rendering Indices 

Ra -29,4 

Rf 0 

Rg 6 

R1 -36,0 

R2 -13,5 

R3 -36,0 

R4 -68,1 

R5 -9,3 

R6 -23,9 

R7 -15,2 

R8 -33,4 

R9 -100,0 

R10 -100,0 

R11 -96,0 

R12 -39,9 

R13 -44,4 

R14 32,1 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-10-Blue - Sample:201222 
Measurement time: 2023-02-01 08:41:13 
Report time:  2023-02-01 09:00:38 

Signal Level:  70.534 

Device:   GLX10t 1104N041 

Item No:  FS-10-Blue 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1440 

y 0,0418 

u' 0,1792 

v' 0,1171 

L 100,00 

a 267,95 

b -323,02 

X 549,17 

Z 3105,28 

Important Values 

CCT [K] - 

Light Flux [lm] 159,47 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 457,69 

Color Peak Value 130,77 

Wavelength Domin. [nm] 462,8 

Radiometric [W] 3,0358 

Luminous Efficacy [lm/W] 14,3649 

Power [W] 11,1012 

Current [A] 2,1767 

Voltage [V] 5,1 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 19.0 

Rendering Indices 

Ra -54,9 

Rf 0 

Rg 73 

R1 -50,3 

R2 0,8 

R3 -96,6 

R4 -100,0 

R5 -36,0 

R6 -36,6 

R7 -33,7 

R8 -86,7 

R9 -100,0 

R10 -100,0 

R11 -100,0 

R12 -100,0 

R13 -34,6 

R14 -7,3 



                        
 

 

 
CIE 1931 

 


