
                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBCLW - Sample:240419 (CRI>90) - Red 
Measurement time: 2019-05-29 14:18:11 
Report time:  2019-09-10 10:20:33 

Signal Level:  69.391 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBCLW - Red 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,6923 

y 0,3077 

u' 0,5218 

v' 0,5217 

L 100,00 

a 166,39 

b nan 

X 282,63 

Z 0,00 

Important Values 

CCT [K] - 

Light Flux [lm] 125,61 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 629,27 

Color Peak Value 29,40 

Wavelength Domin. [nm] 620,3 

Radiometric [W] 0,5873 

Luminous Efficacy [lm/W] 33,2014 

Power [W] 3,78313 

Current [A] 0.1579 

Voltage [V] 23.959 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.8 

Rendering Indices 

Ra -32,8 

Rf 0 

Rg - 

R1 -92,8 

R2 -16,1 

R3 63,1 

R4 -75,8 

R5 -83,7 

R6 -69,9 

R7 44,7 

R8 -32,1 

R9 -100,0 

R10 -100,0 

R11 -100,0 

R12 -82,4 

R13 -92,1 

R14 72,0 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBCLW - Sample:240419 (CRI>90) - Green 
Measurement time: 2019-05-29 14:18:36 
Report time:  2019-09-10 10:20:56 

Signal Level:  71.336 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBCLW - Green 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1273 

y 0,6815 

u' 0,0466 

v' 0,5615 

L 100,00 

a -209,28 

b 72,75 

X 47,94 

Z 71,96 

Important Values 

CCT [K] 8892 

Light Flux [lm] 256,62 

Delta uv 0,1648 

Ansi Bin  

Color Peak [nm] 511,58 

Color Peak Value 16,15 

Wavelength Domin. [nm] 516,0 

Radiometric [W] 0,6262 

Luminous Efficacy [lm/W] 59,2791 

Power [W] 4,32903 

Current [A] 0.1807 

Voltage [V] 23.957 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.8 

Rendering Indices 

Ra -23,0 

Rf 1 

Rg 9 

R1 -32,9 

R2 -6,0 

R3 -23,2 

R4 -62,4 

R5 -6,6 

R6 -15,8 

R7 -7,8 

R8 -29,5 

R9 -100,0 

R10 -100,0 

R11 -87,5 

R12 -27,4 

R13 -39,8 

R14 38,3 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBCLW - Sample:240419 (CRI>90) - Blue 
Measurement time: 2019-05-29 14:19:03 
Report time:  2019-09-10 10:22:29 

Signal Level:  69.763 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBCLW - Blue 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1442 

y 0,0452 

u' 0,1772 

v' 0,1249 

L 100,00 

a 248,71 

b -308,99 

X 177,23 

Z 996,66 

Important Values 

CCT [K] - 

Light Flux [lm] 55,53 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 458,18 

Color Peak Value 37,95 

Wavelength Domin. [nm] 463,5 

Radiometric [W] 0,9896 

Luminous Efficacy [lm/W] 14,7962 

Power [W] 3,75323 

Current [A] 0.1566 

Voltage [V] 23.967 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.8 

Rendering Indices 

Ra -52,9 

Rf 1 

Rg 71 

R1 -44,9 

R2 8,2 

R3 -100,0 

R4 -100,0 

R5 -31,8 

R6 -28,6 

R7 -36,1 

R8 -90,1 

R9 -100,0 

R10 -100,0 

R11 -100,0 

R12 -100,0 

R13 -25,5 

R14 -9,8 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBCLW - Sample:240419 (CRI>90) - CLW 
Measurement time: 2019-05-29 14:21:13 
Report time:  2019-09-10 10:23:08 

Signal Level:  69.604 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBCLW - CLW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,5121 

y 0,4159 

u' 0,2940 

v' 0,5373 

L 100,00 

a 45,07 

b 91,67 

X 1125,66 

Z 158,19 

Important Values 

CCT [K] 2143 

Light Flux [lm] 914,15 

Delta uv 0,0003 

Ansi Bin  

Color Peak [nm] 629,27 

Color Peak Value 25,18 

Wavelength Domin. [nm] 587,6 

Radiometric [W] 3,5823 

Luminous Efficacy [lm/W] 80,9194 

Power [W] 11,2971 

Current [A] 0.4714 

Voltage [V] 23.965 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.8 

Rendering Indices 

Ra 91,7 

Rf 91 

Rg 99 

R1 91,5 

R2 96,7 

R3 98,8 

R4 91,5 

R5 91,8 

R6 97,9 

R7 88,9 

R8 76,5 

R9 53,1 

R10 92,1 

R11 93,8 

R12 90,5 

R13 92,9 

R14 99,2 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBCLW - Sample:240419 (CRI>90) - 100%Mix 
Measurement time: 2019-05-29 14:21:43 
Report time:  2019-09-10 10:24:02 

Signal Level:  69.649 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBCLW - 100%Mix 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,3876 

y 0,3214 

u' 0,2549 

v' 0,4757 

L 100,00 

a 41,28 

b 11,95 

X 1611,64 

Z 1209,66 

Important Values 

CCT [K] 3249 

Light Flux [lm] 1336,50 

Delta uv -0,0299 

Ansi Bin  

Color Peak [nm] 629,27 

Color Peak Value 53,59 

Wavelength Domin. [nm] 699,0 

Radiometric [W] 5,7249 

Luminous Efficacy [lm/W] 58,4678 

Power [W] 22,8588 

Current [A] 0.9538 

Voltage [V] 23.966 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.8 

Rendering Indices 

Ra 63,5 

Rf 78 

Rg 112 

R1 54,3 

R2 64,8 

R3 79,3 

R4 60,7 

R5 50,1 

R6 44,3 

R7 92,3 

R8 62,1 

R9 1,6 

R10 21,5 

R11 41,3 

R12 14,8 

R13 52,8 

R14 90,5 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBUWW - Sample:240419 (CRI>90) - Red 
Measurement time: 2019-05-29 14:53:42 
Report time:  2019-09-10 10:30:04 

Signal Level:  69.978 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBUWW - Red 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,6918 

y 0,3082 

u' 0,5207 

v' 0,5219 

L 100,00 

a 165,87 

b nan 

X 283,16 

Z 0,00 

Important Values 

CCT [K] - 

Light Flux [lm] 126,14 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 629,27 

Color Peak Value 29,28 

Wavelength Domin. [nm] 620,1 

Radiometric [W] 0,5842 

Luminous Efficacy [lm/W] 33,2342 

Power [W] 3,7954 

Current [A] 0.1583 

Voltage [V] 23.976 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.8 

Rendering Indices 

Ra -28,1 

Rf 0 

Rg - 

R1 -89,0 

R2 -16,8 

R3 62,0 

R4 -62,5 

R5 -76,5 

R6 -67,8 

R7 50,5 

R8 -25,0 

R9 -100,0 

R10 -100,0 

R11 -100,0 

R12 -80,2 

R13 -90,2 

R14 73,5 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBUWW - Sample:240419 (CRI>90) - Green 
Measurement time: 2019-05-29 14:54:09 
Report time:  2019-09-10 10:30:25 

Signal Level:  71.154 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBUWW - Green 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1283 

y 0,6806 

u' 0,0471 

v' 0,5614 

L 100,00 

a -208,39 

b 72,72 

X 48,20 

Z 71,75 

Important Values 

CCT [K] 8882 

Light Flux [lm] 255,64 

Delta uv 0,1644 

Ansi Bin  

Color Peak [nm] 511,58 

Color Peak Value 16,02 

Wavelength Domin. [nm] 516,1 

Radiometric [W] 0,6277 

Luminous Efficacy [lm/W] 59,1520 

Power [W] 4,32179 

Current [A] 0.1803 

Voltage [V] 23.97 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.8 

Rendering Indices 

Ra -22,4 

Rf 1 

Rg 9 

R1 -32,8 

R2 -5,5 

R3 -22,1 

R4 -61,5 

R5 -6,5 

R6 -15,3 

R7 -6,5 

R8 -28,8 

R9 -100,0 

R10 -100,0 

R11 -86,6 

R12 -27,1 

R13 -39,5 

R14 38,9 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBUWW - Sample:240419 (CRI>90) - Blue 
Measurement time: 2019-05-29 14:54:35 
Report time:  2019-09-10 10:31:12 

Signal Level:  69.522 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBUWW - Blue 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1441 

y 0,0451 

u' 0,1772 

v' 0,1248 

L 100,00 

a 249,04 

b -309,31 

X 178,22 

Z 1002,82 

Important Values 

CCT [K] - 

Light Flux [lm] 55,77 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 458,18 

Color Peak Value 38,13 

Wavelength Domin. [nm] 463,5 

Radiometric [W] 0,9943 

Luminous Efficacy [lm/W] 14,8257 

Power [W] 3,76172 

Current [A] 0.157 

Voltage [V] 23.96 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra -53,1 

Rf 1 

Rg 71 

R1 -45,7 

R2 8,0 

R3 -100,0 

R4 -100,0 

R5 -32,3 

R6 -29,0 

R7 -35,9 

R8 -90,1 

R9 -100,0 

R10 -100,0 

R11 -100,0 

R12 -100,0 

R13 -26,4 

R14 -9,6 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBUWW - Sample:240419 (CRI>90) - UWW 
Measurement time: 2019-05-29 14:59:02 
Report time:  2019-09-10 10:34:09 

Signal Level:  69.175 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBUWW - UWW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,4735 

y 0,4135 

u' 0,2700 

v' 0,5305 

L 100,00 

a 32,02 

b 73,84 

X 1183,01 

Z 282,39 

Important Values 

CCT [K] 2542 

Light Flux [lm] 1033,21 

Delta uv 0,0001 

Ansi Bin  

Color Peak [nm] 629,27 

Color Peak Value 23,95 

Wavelength Domin. [nm] 585,0 

Radiometric [W] 3,7951 

Luminous Efficacy [lm/W] 87,8707 

Power [W] 11,7583 

Current [A] 0.4904 

Voltage [V] 23.977 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra 92,5 

Rf 91 

Rg 99 

R1 92,5 

R2 96,4 

R3 98,7 

R4 92,3 

R5 92,2 

R6 96,2 

R7 91,4 

R8 80,7 

R9 58,9 

R10 90,8 

R11 93,4 

R12 83,9 

R13 93,5 

R14 98,5 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBUWW - Sample:240419 (CRI>90) - 100%Mix 
Measurement time: 2019-05-29 14:59:55 
Report time:  2019-09-10 10:34:33 

Signal Level:  69.497 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBUWW - 100%Mix 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,3753 

y 0,3265 

u' 0,2434 

v' 0,4765 

L 100,00 

a 32,71 

b 11,38 

X 1654,35 

Z 1314,57 

Important Values 

CCT [K] 3697 

Light Flux [lm] 1439,21 

Delta uv -0,0240 

Ansi Bin  

Color Peak [nm] 629,27 

Color Peak Value 51,77 

Wavelength Domin. [nm] 665,7 

Radiometric [W] 5,8692 

Luminous Efficacy [lm/W] 62,1653 

Power [W] 23,1513 

Current [A] 0.9654 

Voltage [V] 23.981 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra 69,9 

Rf 81 

Rg 110 

R1 60,5 

R2 71,9 

R3 87,2 

R4 66,2 

R5 59,5 

R6 57,4 

R7 92,5 

R8 63,8 

R9 6,5 

R10 38,3 

R11 50,9 

R12 40,7 

R13 60,5 

R14 94,1 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBWW - Chg:230519 - Red 
Measurement time: 2019-05-29 15:36:45 
Report time:  2019-09-10 10:40:04 

Signal Level:  70.237 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBWW - Red 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,6920 

y 0,3080 

u' 0,5211 

v' 0,5218 

L 100,00 

a 166,05 

b nan 

X 310,18 

Z 0,00 

Important Values 

CCT [K] - 

Light Flux [lm] 138,06 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 629,27 

Color Peak Value 31,04 

Wavelength Domin. [nm] 620,2 

Radiometric [W] 0,6393 

Luminous Efficacy [lm/W] 35,7756 

Power [W] 3,85901 

Current [A] 0.161 

Voltage [V] 23.969 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra -25,6 

Rf - 

Rg - 

R1 -87,7 

R2 -14,9 

R3 62,8 

R4 -62,7 

R5 -71,1 

R6 -63,2 

R7 52,2 

R8 -20,0 

R9 -100,0 

R10 -100,0 

R11 -100,0 

R12 -80,3 

R13 -90,9 

R14 71,7 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBWW - Chg:230519 - Green 
Measurement time: 2019-05-29 15:37:54 
Report time:  2019-09-10 10:40:20 

Signal Level:  71.107 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBWW - Green 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1249 

y 0,6775 

u' 0,0459 

v' 0,5604 

L 100,00 

a -210,57 

b 71,09 

X 48,87 

Z 77,28 

Important Values 

CCT [K] 8984 

Light Flux [lm] 265,06 

Delta uv 0,1651 

Ansi Bin  

Color Peak [nm] 511,58 

Color Peak Value 16,69 

Wavelength Domin. [nm] 515,4 

Radiometric [W] 0,6565 

Luminous Efficacy [lm/W] 59,8427 

Power [W] 4,42929 

Current [A] 0.1848 

Voltage [V] 23.968 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.8 

Rendering Indices 

Ra -22,6 

Rf 1 

Rg 9 

R1 -33,4 

R2 -5,6 

R3 -22,1 

R4 -61,7 

R5 -6,8 

R6 -15,7 

R7 -6,5 

R8 -28,9 

R9 -100,0 

R10 -100,0 

R11 -86,7 

R12 -27,2 

R13 -40,1 

R14 38,8 



                        
 

 

 
CIE 1931 
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Spectrum 
 

 
 
Measurement name: FS-115-RGBWW - Chg:230519 - Blue 
Measurement time: 2019-05-29 15:38:12 
Report time:  2019-09-10 10:40:35 

Signal Level:  69.995 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBWW - Blue 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1428 

y 0,0439 

u' 0,1762 

v' 0,1220 

L 100,00 

a 253,24 

b -314,25 

X 193,62 

Z 1102,84 

Important Values 

CCT [K] - 

Light Flux [lm] 59,58 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 458,18 

Color Peak Value 42,17 

Wavelength Domin. [nm] 463,7 

Radiometric [W] 1,0931 

Luminous Efficacy [lm/W] 15,2553 

Power [W] 3,90564 

Current [A] 0.163 

Voltage [V] 23.961 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra -55,2 

Rf 0 

Rg 58 

R1 -55,1 

R2 0,1 

R3 -90,1 

R4 -100,0 

R5 -40,0 

R6 -38,6 

R7 -31,0 

R8 -86,7 

R9 -100,0 

R10 -100,0 

R11 -100,0 

R12 -100,0 

R13 -39,7 

R14 -4,7 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBWW - Chg:230519 - WW 
Measurement time: 2019-05-29 15:40:43 
Report time:  2019-09-10 10:41:02 

Signal Level:  69.700 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBWW - WW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,4371 

y 0,4070 

u' 0,2494 

v' 0,5226 

L 100,00 

a 20,75 

b 58,81 

X 1205,02 

Z 429,90 

Important Values 

CCT [K] 3021 

Light Flux [lm] 1122,20 

Delta uv 0,0011 

Ansi Bin 7C1 

Color Peak [nm] 616,80 

Color Peak Value 21,85 

Wavelength Domin. [nm] 582,3 

Radiometric [W] 3,8632 

Luminous Efficacy [lm/W] 97,5025 

Power [W] 11,5094 

Current [A] 0.4802 

Voltage [V] 23.968 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra 90,3 

Rf 89 

Rg 100 

R1 90,0 

R2 93,1 

R3 95,2 

R4 90,8 

R5 89,2 

R6 90,9 

R7 92,6 

R8 80,8 

R9 54,3 

R10 83,3 

R11 90,8 

R12 74,8 

R13 90,5 

R14 96,7 



                        
 

 

 
CIE 1931 
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Spectrum 
 

 
 
Measurement name: FS-115-RGBWW - Chg:230519 - 100%Mix 
Measurement time: 2019-05-29 15:41:05 
Report time:  2019-09-10 10:41:20 

Signal Level:  70.025 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBWW - 100%Mix 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,3543 

y 0,3202 

u' 0,2310 

v' 0,4698 

L 100,00 

a 25,94 

b 4,53 

X 1735,95 

Z 1595,06 

Important Values 

CCT [K] 4451 

Light Flux [lm] 1569,26 

Delta uv -0,0205 

Ansi Bin  

Color Peak [nm] 629,27 

Color Peak Value 51,72 

Wavelength Domin. [nm] 699,0 

Radiometric [W] 6,2057 

Luminous Efficacy [lm/W] 66,8425 

Power [W] 23,477 

Current [A] 0.9798 

Voltage [V] 23.961 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra 72,8 

Rf 82 

Rg 109 

R1 62,8 

R2 75,8 

R3 92,4 

R4 68,4 

R5 64,6 

R6 65,8 

R7 90,6 

R8 61,8 

R9 -0,1 

R10 47,9 

R11 55,6 

R12 56,5 

R13 63,9 

R14 95,3 
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Spectrum 
 

 
 
Measurement name: FS-115-RGBHW - LED2835 - Sample:120719 - Red 
Measurement time: 2019-07-15 10:46:26 
Report time:  2019-09-10 10:47:45 

Signal Level:  69.682 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBHW - Red 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,6914 

y 0,3080 

u' 0,5205 

v' 0,5217 

L 100,00 

a 165,86 

b 176,43 

X 314,89 

Z 0,25 

Important Values 

CCT [K] - 

Light Flux [lm] 140,27 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 629,73 

Color Peak Value 31,80 

Wavelength Domin. [nm] 620,2 

Radiometric [W] 0,6506 

Luminous Efficacy [lm/W] 36,2128 

Power [W] 3,87355 

Current [A] 0.1616 

Voltage [V] 23.97 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.0 

Rendering Indices 

Ra -15,8 

Rf 6 

Rg - 

R1 -63,1 

R2 6,0 

R3 30,0 

R4 -56,3 

R5 -39,3 

R6 -33,5 

R7 39,7 

R8 -9,7 

R9 -100,0 

R10 -67,8 

R11 -100,0 

R12 -94,9 

R13 -62,7 

R14 56,1 



                        
 

 

 
CIE 1931 
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Spectrum 
 

 
 
Measurement name: FS-115-RGBHW - LED2835 - Sample:120719 - Green 
Measurement time: 2019-07-15 10:47:57 
Report time:  2019-09-10 10:48:02 

Signal Level:  70.215 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBHW - Green 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1262 

y 0,6794 

u' 0,0463 

v' 0,5609 

L 100,00 

a -209,88 

b 71,89 

X 49,68 

Z 76,57 

Important Values 

CCT [K] 8939 

Light Flux [lm] 267,54 

Delta uv 0,1649 

Ansi Bin  

Color Peak [nm] 510,13 

Color Peak Value 16,82 

Wavelength Domin. [nm] 515,7 

Radiometric [W] 0,6603 

Luminous Efficacy [lm/W] 61,5085 

Power [W] 4,34961 

Current [A] 0.1814 

Voltage [V] 23.978 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.0 

Rendering Indices 

Ra -22,5 

Rf 1 

Rg 9 

R1 -33,3 

R2 -5,6 

R3 -22,2 

R4 -61,4 

R5 -6,8 

R6 -15,7 

R7 -6,2 

R8 -28,7 

R9 -100,0 

R10 -100,0 

R11 -86,6 

R12 -27,5 

R13 -39,9 

R14 38,8 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBHW - LED2835 - Sample:120719 - Blue 
Measurement time: 2019-07-15 10:48:29 
Report time:  2019-09-10 10:51:42 

Signal Level:  70.663 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBHW - Blue 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1438 

y 0,0434 

u' 0,1779 

v' 0,1207 

L 100,00 

a 258,26 

b -316,39 

X 201,25 

Z 1137,80 

Important Values 

CCT [K] - 

Light Flux [lm] 60,71 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 457,19 

Color Peak Value 43,48 

Wavelength Domin. [nm] 463,2 

Radiometric [W] 1,1257 

Luminous Efficacy [lm/W] 15,8496 

Power [W] 3,83041 

Current [A] 0.1598 

Voltage [V] 23.97 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 21.9 

Rendering Indices 

Ra -54,6 

Rf 0 

Rg 69 

R1 -51,4 

R2 3,1 

R3 -94,8 

R4 -100,0 

R5 -37,1 

R6 -35,1 

R7 -33,1 

R8 -88,1 

R9 -100,0 

R10 -100,0 

R11 -100,0 

R12 -100,0 

R13 -34,5 

R14 -6,7 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBHW - LED2835 - Sample:120719 - WW 
Measurement time: 2019-07-15 11:06:00 
Report time:  2019-09-10 10:52:43 

Signal Level:  69.507 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBHW - WW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,4088 

y 0,3988 

u' 0,2347 

v' 0,5151 

L 100,00 

a 12,75 

b 47,54 

X 1438,67 

Z 677,01 

Important Values 

CCT [K] 3490 

Light Flux [lm] 1403,54 

Delta uv 0,0027 

Ansi Bin 6B4 

Color Peak [nm] 620,96 

Color Peak Value 24,42 

Wavelength Domin. [nm] 579,8 

Radiometric [W] 4,7711 

Luminous Efficacy [lm/W] 112,1182 

Power [W] 12,5184 

Current [A] 0.5221 

Voltage [V] 23.977 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.1 

Rendering Indices 

Ra 91,4 

Rf 90 

Rg 98 

R1 91,2 

R2 93,5 

R3 94,7 

R4 91,9 

R5 90,1 

R6 90,7 

R7 94,8 

R8 84,7 

R9 60,8 

R10 83,8 

R11 91,5 

R12 71,3 

R13 91,5 

R14 96,5 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBHW - LED2835 - Sample:120719 - 100%Mix 
Measurement time: 2019-07-15 11:06:36 
Report time:  2019-09-10 10:53:06 

Signal Level:  69.847 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBHW - 100%Mix 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,3473 

y 0,3248 

u' 0,2239 

v' 0,4713 

L 100,00 

a 20,00 

b 4,97 

X 1977,98 

Z 1867,91 

Important Values 

CCT [K] 4793 

Light Flux [lm] 1850,05 

Delta uv -0,0152 

Ansi Bin  

Color Peak [nm] 456,70 

Color Peak Value 56,62 

Wavelength Domin. [nm] 699,0 

Radiometric [W] 7,1230 

Luminous Efficacy [lm/W] 76,1559 

Power [W] 24,2929 

Current [A] 1.0133 

Voltage [V] 23.974 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.1 

Rendering Indices 

Ra 78,5 

Rf 84 

Rg 107 

R1 69,8 

R2 81,7 

R3 95,8 

R4 74,7 

R5 72,7 

R6 74,9 

R7 91,1 

R8 67,3 

R9 13,3 

R10 61,3 

R11 64,7 

R12 67,4 

R13 71,3 

R14 95,8 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBNW - Chg:140519 - Red 
Measurement time: 2019-05-29 16:35:11 
Report time:  2019-09-10 11:05:10 

Signal Level:  70.402 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBNW - Red 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,6916 

y 0,3081 

u' 0,5206 

v' 0,5218 

L 100,00 

a 165,84 

b 181,33 

X 258,33 

Z 0,10 

Important Values 

CCT [K] - 

Light Flux [lm] 115,09 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 629,27 

Color Peak Value 26,74 

Wavelength Domin. [nm] 620,1 

Radiometric [W] 0,5334 

Luminous Efficacy [lm/W] 29,7471 

Power [W] 3,86892 

Current [A] 0.1614 

Voltage [V] 23.971 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra -38,0 

Rf 5 

Rg - 

R1 -64,1 

R2 5,1 

R3 27,4 

R4 -95,5 

R5 -65,0 

R6 -36,9 

R7 -19,2 

R8 -55,8 

R9 -100,0 

R10 -76,6 

R11 -100,0 

R12 -85,3 

R13 -57,3 

R14 45,9 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBNW - Chg:140519 - Green 
Measurement time: 2019-05-29 16:36:28 
Report time:  2019-09-10 11:05:27 

Signal Level:  71.227 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBNW - Green 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1287 

y 0,6821 

u' 0,0471 

v' 0,5618 

L 100,00 

a -208,28 

b 73,21 

X 40,00 

Z 58,78 

Important Values 

CCT [K] 8873 

Light Flux [lm] 211,92 

Delta uv 0,1644 

Ansi Bin  

Color Peak [nm] 511,58 

Color Peak Value 13,21 

Wavelength Domin. [nm] 516,3 

Radiometric [W] 0,5179 

Luminous Efficacy [lm/W] 51,4557 

Power [W] 4,11856 

Current [A] 0.1718 

Voltage [V] 23.973 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra -22,6 

Rf 1 

Rg 9 

R1 -33,0 

R2 -5,7 

R3 -22,3 

R4 -61,8 

R5 -6,6 

R6 -15,4 

R7 -6,8 

R8 -29,1 

R9 -100,0 

R10 -100,0 

R11 -87,0 

R12 -27,1 

R13 -39,7 

R14 38,8 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBNW - Chg:140519 - Blue 
Measurement time: 2019-05-29 16:39:03 
Report time:  2019-09-10 11:05:52 

Signal Level:  72.144 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBNW - Blue 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,1444 

y 0,0434 

u' 0,1787 

v' 0,1209 

L 100,00 

a 259,17 

b -316,11 

X 169,38 

Z 952,66 

Important Values 

CCT [K] - 

Light Flux [lm] 50,91 

Delta uv nan 

Ansi Bin  

Color Peak [nm] 456,70 

Color Peak Value 35,98 

Wavelength Domin. [nm] 463,0 

Radiometric [W] 0,9399 

Luminous Efficacy [lm/W] 12,4141 

Power [W] 4,10127 

Current [A] 0.1711 

Voltage [V] 23.97 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra -54,0 

Rf 1 

Rg 75 

R1 -48,0 

R2 5,6 

R3 -99,0 

R4 -100,0 

R5 -34,4 

R6 -31,9 

R7 -34,9 

R8 -89,1 

R9 -100,0 

R10 -100,0 

R11 -100,0 

R12 -100,0 

R13 -29,9 

R14 -8,4 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBNW - Chg:140519 - NW 
Measurement time: 2019-05-29 16:42:35 
Report time:  2019-09-10 11:06:09 

Signal Level:  70.247 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBNW - NW 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,3839 

y 0,3826 

u' 0,2251 

v' 0,5046 

L 100,00 

a 9,12 

b 35,10 

X 1165,40 

Z 708,80 

Important Values 

CCT [K] 3951 

Light Flux [lm] 1161,42 

Delta uv 0,0017 

Ansi Bin 5C1 

Color Peak [nm] 449,75 

Color Peak Value 21,62 

Wavelength Domin. [nm] 578,4 

Radiometric [W] 3,9531 

Luminous Efficacy [lm/W] 91,6092 

Power [W] 12,678 

Current [A] 0.5288 

Voltage [V] 23.975 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.8 

Rendering Indices 

Ra 91,5 

Rf 89 

Rg 98 

R1 91,4 

R2 93,7 

R3 94,5 

R4 91,7 

R5 90,3 

R6 90,2 

R7 94,9 

R8 85,7 

R9 62,4 

R10 84,1 

R11 91,0 

R12 68,7 

R13 91,9 

R14 96,6 



                        
 

 

 
CIE 1931 

 



                        
 

 
Measuring Report 

 
 

Spectrum 
 

 
 
Measurement name: FS-115-RGBNW - Chg:140519 - 100%Mix 
Measurement time: 2019-05-29 16:43:12 
Report time:  2019-09-10 11:06:32 

Signal Level:  69.480 

Device:   GLX10t 1104N041 

Item No:  FS-115-RGBNW - 100%Mix 

Made by:  AUTLED GmbH 

Note:     

Results 
 

 

 
 
 
 
 
 
 
 

 

CIE 1931 

x 0,3333 

y 0,3147 

u' 0,2182 

v' 0,4636 

L 100,00 

a 18,35 

b -1,82 

X 1615,13 

Z 1706,29 

Important Values 

CCT [K] 5447 

Light Flux [lm] 1525,13 

Delta uv -0,0147 

Ansi Bin  

Color Peak [nm] 456,70 

Color Peak Value 50,70 

Wavelength Domin. [nm] 360,0 

Radiometric [W] 5,8976 

Luminous Efficacy [lm/W] 62,2988 

Power [W] 24,4809 

Current [A] 1.0214 

Voltage [V] 23.968 

Frequency [Hz]  

Power Factor  

Sensor Temperature [°C] 22.9 

Rendering Indices 

Ra 78,3 

Rf 85 

Rg 109 

R1 68,9 

R2 82,1 

R3 96,0 

R4 73,3 

R5 72,5 

R6 76,3 

R7 91,7 

R8 65,9 

R9 6,9 

R10 63,4 

R11 63,5 

R12 70,7 

R13 70,9 

R14 95,1 
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